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OUTPUT

OUTPUT

• Wide Input voltage range
• Over voltage protection
• Overcurrent protection 
• Built in PFC
• Remote ON/OFF
• Power Fail Signal
• 2 Yr warranty
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Parallel/Series Operation
Cooling / O.T.P

(1) Input - Output
(2) Input - F.G
(3) Output - F.G
Operating temp. & Humidity
Storage temp. & Humidity
Vibration -

-
-
-

-

-
-

-

Over Voltage Protection

Over Current Protection

V

A
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A

Current
110V
220V

Power factor 110V
Typ. 220V

Inrush Current 110V
Typ. 220V

Leakage Current 110V
Max. 220V

A

mA

-

A

Current 110V
220V

Power factor 110V
Typ. 220V

-

A

USA

Voltage, Frequency V

Safety -
Conducted Emission -
PFHC -
Size(LxWxH)/Weight mm/g

INPUT

INPUT

FUNCTION

ELECTRICAL
ISOLATION

Environment

Dimension

AC100-240V(AC85-264V).50/60Hz(47-63)

20 (Ta=25°C, ColdStart)
40 (Ta=25°C, ColdStart)

0.99
0.95

7.2
3.6

AC 0.5 KV 1 min, Cut-off: 100mA/DC 500V 100 MΩ

-20~75°C 20~90% RH  (Non Condensing)
-10~65°C 20~90% RH  (Non Condensing)

190x92x120/2000 

Complied with EN60950-1
Complied with EN55022-B

10~55 Hz at 2G 3 minutes period, 30 minutes along X. Y and Z axis

AC 2 KV 1 min, Cut-off: 20 mA/DC 500V 100MΩ

Possible/ Possible
Forced air by blower fan/Possible 

AC 3 KV 1 min, cut-off: 20 mA/DC 500V 100MΩ

Works at 115~140% of rating

Works at over 110% of rating and recovers automatically 

0.5(Тур.)
1(Тур)

Complied with IEC61000-3-2

0.99

4.3
2.2
0.98
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6.6
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0.98
0.93 0.95
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Derating Curve



Mounting/Installation
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Terminal Connection
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Mechanical Drawings


