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FEATURES

VTB-C-D

• Variety of Models 
• Chassis mount type 
• Compact and High Efficiency 
• Triple output
• DC/DC
• Isolated Power Supply

Triple output DC/DC

+5
5 0.73 0.73 2.7 1 0.3 5 0.73 0.73 0.6 0.6

0.83 0.83 3 1 0.4 0.83 0.83 0.63 0.63
1 0.5 1

11 0.5 P4

V1: +/-5%(maximum) of Rated Output Voltage at 25℃, rated input and no load 
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V2,V3: fixed with tolerance +/-3.5% of Rated Output Voltage at 25℃,
rated input and no load
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0 to +50℃

-20 to +85°C

Primary-Frame Ground AC1,500V for 1 minute (Vin=110 2000)
Secondary-Frame Ground AC500V for 1 minute

5-10Hz:10mm double amplitude,10-55Hz:19.6m/s^2, 20 minutes
period for 60minutes each along X,Y,Z axes(non-operating)

294m/s^2
Convection

96Wx160Lx25H/470g

Primary-Secondary-Frame Ground 50MΩ(minimum) by DC500V insulation tester

Primary-Secondary AC1,500V for 1 minute (Vin=110 2000)

85%RH(non-condensing)
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OCP Curve

Block Diagram


